	Basic Parameters

	Type
	Advanced design IPFS hot-swappable computer server cases

	Product Structure
	4U

	M/B Size Support(inch)
	EEB(12"*13"Max)/CEB(12"*10.5")/ATX(12"*9.6")/Micro ATX(9.6"*9.6")

	M/B Brand Support
	Suitable for INTEL, ASUS, Supermicro, Taian, MSI, Gigabyte

	PSU Support
	2U standard single power supply and/1+1 redundant power supply/2+1 redundant power supply

	PSU Support
	Intel/AMD (including X86 and 64-bit)

	SGPIO
	Not supported (Optional)

	Backplane
	Support 6GB/s SAS expansion backplane universal SATA

	HDD Support
	Extermal:8 3.5-inch (8 2.5-inch universal) hot-swappable hard disk bays

	CD-ROM
	Not Support

	Cooling System
	middle：The standard 1225*3 fan (middle) fan speed can reach 7000 rpm

	Intelligent Temperature Control
	Support (Optional)

	Rail Kit
	Optional

	Function Parameter

	Front interface: 1 USB, 1 switch key, 1 reset key, 1 hard disk indicator light, 2 network indicator lights

	Expansion slot and rear window: rear window (standard, detachable) 7 full-height PCI or PCI-E expansion card slots, optional 3 horizontal full-height expansion card slots

Hard disk extraction box: it adopts the design of inserting and locking device, which is easy to extract

	Appearance Parameters

	Material Information
	Material
	Premium SGCC

	
	Thickness
	T=1.2mm

	Product Size (mm)
	685mm×430mm×175mm(D*W*H)(without mounting ears and handles)

	Product Size (inch)
	27"×27"×6.9"(D*W*H)

	Package Size(mm)
	808mm×545mm×275mm(D*W*H)

	Gross weigh(KG)
	18KG

	Scope Of Application

	 1. Enterprise Internet application, enterprise high-intensity computing; 2. Internet application (Web, Mail, file server, database, integration, online game server); 3. Virtual host, ASP, access and other applications; 4. Network storage; 5 Electricity , power grid, transportation, industrial automation equipment, finance, manufacturing, weather monitoring and other fields.  5. Applied to ETH computing power server, IPFS\FIL\BZZ distributed storage server, GPU supercomputing server, IDC server, AI server, etc.


